
BLAKLEY
ELECTRICS

TYPE SER. No.

ITEM No. VOLTS. AMPS

Hz. PHASES INSUL.kV

FAULT kA IP GROSS WT. kg

ELECTRICITY
DANGER

BLAKLEY
ELECTRICS

TYPE SER. No.

ITEM No. VOLTS. AMPS

Hz. PHASES INSUL.kV

FAULT kA IP GROSS WT. kg

ELECTRICITY
DANGER

MRCD - IEC 60947-2 - TYPE A
Refer to manufacturer's data for information on monitored circuit

characteristics.

Recommended minimum trip current (IΔn)
settings:

Circuit ratings ≤125A = 30mA
Circuit ratings >125A ≤800A = 100mA
Circuit ratings >800A ≤2500A = 300mABLAKLEY ELECTRICS LTD.

Crayford DA1 4QX  - Tel: 0845 074 0084
www.blakley.co.uk - sales@blakley.co.uk

MADE IN U.K.

THIS INSTALLATION, OR PART OF IT, IS
PROTECTED BY  A DEVICE WHICH
AUTOMATICALLY SWITCHES OFF  THE
SUPPLY IF AN EARTH FAULT
DEVELOPS. TEST  QUARTERLY BY
PRESSING THE BUTTON MARKED
'TEST'. THE DEVICE SHOULD SWITCH
OFF THE SUPPLY. TO RESTORE THE
SUPPLY PRESS THE 'RESET' BUTTON
AND SWITCH THE DEVICE ON. IF THE
DEVICE DOES NOT SWITCH OFF THE
SUPPLY WHEN THE 'TEST' BUTTON IS
PRESSED, SEEK  EXPERT ADVICE.
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