1 | c 3 4 o 6 | 7/ | 8 9 | 10 | 11 | 12
436.0 800.0 +3mm |
CANOPY RATING PLATE WARNING LABEL
CONNECTED TO ENCLOSURE EARTH A
STUD BY A 6mm? CABLE AS STANDARD
e D S (OTHER OPTIONS AVAILABLE SEE NOTES)
e - I Y = =
| |=_|=| | i I'JI"I_II: 4#)_ - - _# : L
| | i T |
I | Lol ] I
i i 4 | . |
| —] I 7 | 1 = |
| | | |
: : / I __ : B
l l B l
| | | |
e e a il Al e
L_____________________________________I _____ = L______________________I________________________________I ______________________ . T T
: I I I I I
. : i 63A DP ISOLATOR i i i i -
(I;Z) l I I I I I
H : I I I I I
1 I I I I I
o 1 I I I I I
& I | I I I I
\0 ' I I I I I
i | TRACTION EARTH STUD ! ! I | :
£ | I FITTED WITH A M16x80 I I I |
5 | i BRASS FIXING I | | -
- | PADLOCK LUG @ | | : T
4V} | | | | | |
A | O | | TRANSFORMER | b —
: o | - TOKVA 230V SINGLE PHASE AS STANDARD : -
! & | ! (OTHER OPTIONS AVAILABLE SEE NOTES) ! Ly
' ! ! ! WITH DUAL 110V AC SECONDARY WINDINGS ! L4
I | I I I I
| i i | i i D
""""""""""""""""""""""""""""""" ~—~~__ ENCLOSURE
INCOMING SUPPLY TERMINALS 2mm UNFINISHED STAINLESS STEEL
— — ITTED WITH TERMINALS (OTHER OPTIONS AVAILABLE SEE NOTES) — —
- CAPABLE OF ACCEPTING S
UP TO A 35mm? CABLE AS STANDARD SECONDARY SUPPLY C SECONDARY SUPPLY C
(OTHER OPTIONS AVAILABLE SEE BELOW) 4x 12A TYPE gG DP FUSES CABLE GLAND HOLES BLANKED OFF
1x 2A TYPE gG DP FUSES 6x M20
1x M32
4 12.06 HOLES  /~ >~ EEEmmmmee e e e e e e e e e e e e e === — [ TEM NUMBERS:
: e 1 T ' oy & A CORE ITEM: BLAKLEY ITEM S171158, STANDARD PHT 10kVA 230V 3
| 10E | SINGLE PHASE WITH DUAL 99V DC SECONDARY WINDINGS, GALVANISED
: $ INCOMING SuPPLY 1 | TT=3 L@_J ol L ENCLOSURE, 35mm? INCOMING TERMINALS AND 6mm? CANOPY BOND.
! ! | == == = 'T_§| |
' ' | 5 | _ ' o [ .
. . i ] CONFIGURABLE ITEM: BLAKLEY ITEM A7350090, ADD THE BELOW
. . M25 HOLE :E 5 % ! HE ijjeps| : ’
e o e N N . e SUFFIX FOR EACH NON STANDARD OPTION REQUIRED:
' ' | | | [ - | [
' ' | u_ou | D d B [ I—
| | gy _— | !
| | N — & Topz| | A = GALVANISED ENCLOSURE
| I | (@1' AT Riika @ : B = STAINLESS ENCLOSURE
| | ! N ! IEYE]L : C = 400V SINGLE PHASE (2 WIRE) PRIMARY
| | | ol ! gé* | fua: | D = 70mm? INCOMING TERMINALS
2| o | | I i ool i$ Egsg ol | i i E = 50mm? (2x 25mm?) BRAIDED CANOPY BONDING CABLE. =
= ' ' i S ue = o |
o ® : : | © = i L [ehz ) | EXAMPLE ITEM NUMBER A7350090ACDE WOULD PROVIDE A 10kVA PHT
: : ; - © | 1K f; ! WITH 400V SINGLE PHASE PRIMARY, GALVANISED ENCLOSURE, 70mm?
I I | =51 -Is% B = ! INCOMING TERMINALS AND 50mm? BRAIDED CANOPY BONDING CABLE.
' ' i | LT @ | 7N\ )\ |
I I [/ g
! ! i l <1 ops S | FOR NETWORK RAIL CATALOGUE NUMBERS PLEASE REFER TO NETWORK |
! ! | l e Meha! @ A | RAIL CERTIFICATE OF ACCEPTANCE PA05,/01802.
! ! i e IDE v \\W || IMPORTANT NOTES:
| | ! © I0E © = = 1. MAXIMUM RATING OF EACH 99V DC SECONDARY IS 5kW.
L uﬁ? O r@ﬂ IDE ) : 2. EACH 99V DC SECONDARY WINDINGS IS EARTH FREE.
=) = L l ! ! I0E : 3. EACH 99V DC SECONDARY IS FULL WAVE RECTIFIED AND
o s AU W — ) — —_— b ' S — IV UNSMOOTHED G
385.0 : BASED ON B15495
15.0
REV: A
4150 ENCLOSURE EARTH STUD SECONDARY SUPPLY ; EDR: | 812
FITTED WITH M8x40 BRASS FIXING CABLE. GLAND HOLES BLANKED OFF S O RISE SUTED:~ MATERIAL SIZE
BASE FIXING DETAILS Ox W20 | TOLERANCES To_H30052 ke SoPY
1x M32 FIXING STANDARD TO H30051 .
VIEW FROM TOP PRIMARY TAPPINGS SECONDARY SUPPLY B ’ e O 2000y, | D >!/11° SSUED
+5.0%, +2.5%, —2.5%, —5%, —7.5% & —10% 4x 12A TYPE gG DP FUSES Q : SRIGINAL = S
1x 2A TYPE gG DP FUSES :?__OH\II\IOJOSS_?LI?AST;B DRAWING. gi_?lE_E 1:4 LA K L ==
' - 05.07.2021] ELECTRICS LIMITED
CUSTOMER =
N INFORMA TION GEN ERAL ASSEM BLY DRN. RLL DRAWING No. rRevision] H
VIEW FROM TOP (CANOPY REMOVED) PHT /10 /DUAL /PJ /230V |c7#. 855240 A
THIS DRAWING IS THE PROPERTY AND COPYRIGHT OF BLAKLEY ELECTRICS AND MUST NOT, WITHOUT THEIR WRITTEN CONSENT, CDPY / / / / A
BE PASSED ON, COPIED, OR USED FOR ANY OTHER PURPOSE. THIS COPY IS UNCONTROLLED UNLESS OTHERWISE MARKED. [ /
/99VDC/F10/SS APPD. (L.
AL
1 o 3 4 5 B . - N - 3 | 9 | 10


AutoCAD SHX Text
VIEW FROM TOP 

AutoCAD SHX Text
(CANOPY REMOVED)

AutoCAD SHX Text
WARNING LABEL

AutoCAD SHX Text
RATING PLATE

AutoCAD SHX Text
BASE FIXING DETAILS

AutoCAD SHX Text
4x 12.0%%C HOLES

AutoCAD SHX Text
FITTED WITH TERMINALS

AutoCAD SHX Text
INCOMING SUPPLY TERMINALS

AutoCAD SHX Text
PRIMARY TAPPINGS

AutoCAD SHX Text
SECONDARY SUPPLY C

AutoCAD SHX Text
4x 12A TYPE gG DP FUSES

AutoCAD SHX Text
1x 2A TYPE gG DP FUSES

AutoCAD SHX Text
SECONDARY SUPPLY B

AutoCAD SHX Text
4x 12A TYPE gG DP FUSES

AutoCAD SHX Text
1x 2A TYPE gG DP FUSES

AutoCAD SHX Text
SECONDARY SUPPLY C

AutoCAD SHX Text
6x M20

AutoCAD SHX Text
1x M32

AutoCAD SHX Text
CABLE GLAND HOLES BLANKED OFF

AutoCAD SHX Text
+5.0%%%, +2.5%%%, -2.5%%%, -5%%%, -7.5%%% & -10%%%

AutoCAD SHX Text
CAPABLE OF ACCEPTING

AutoCAD SHX Text
UP TO A 35mm² CABLE AS STANDARD

AutoCAD SHX Text
(OTHER OPTIONS AVAILABLE SEE BELOW)

AutoCAD SHX Text
INCOMING SUPPLY

AutoCAD SHX Text
M25 HOLE

AutoCAD SHX Text
IMPORTANT NOTES: 1. MAXIMUM RATING OF EACH 99V DC SECONDARY IS 5kW.  MAXIMUM RATING OF EACH 99V DC SECONDARY IS 5kW.  2. EACH 99V DC SECONDARY WINDINGS IS EARTH FREE. EACH 99V DC SECONDARY WINDINGS IS EARTH FREE. 3. EACH 99V DC SECONDARY IS FULL WAVE RECTIFIED AND EACH 99V DC SECONDARY IS FULL WAVE RECTIFIED AND UNSMOOTHED.

AutoCAD SHX Text
ITEM NUMBERS: CORE ITEM: BLAKLEY ITEM S171158, STANDARD PHT 10kVA 230V SINGLE PHASE WITH DUAL 99V DC SECONDARY WINDINGS, GALVANISED ENCLOSURE, 35mm² INCOMING TERMINALS AND 6mm² CANOPY BOND. CONFIGURABLE ITEM: BLAKLEY ITEM A7350090, ADD THE BELOW SUFFIX FOR EACH NON STANDARD OPTION REQUIRED: A = GALVANISED ENCLOSURE B = STAINLESS ENCLOSURE C = 400V SINGLE PHASE (2 WIRE) PRIMARY D = 70mm² INCOMING TERMINALS E = 50mm² (2x 25mm²) BRAIDED CANOPY BONDING CABLE. EXAMPLE ITEM NUMBER A7350090ACDE WOULD PROVIDE A 10kVA PHT WITH 400V SINGLE PHASE PRIMARY, GALVANISED ENCLOSURE, 70mm² INCOMING TERMINALS AND 50mm² BRAIDED CANOPY BONDING CABLE. FOR NETWORK RAIL CATALOGUE NUMBERS PLEASE REFER TO NETWORK RAIL CERTIFICATE OF ACCEPTANCE PA05/01802.

AutoCAD SHX Text
63A DP ISOLATOR

AutoCAD SHX Text
PADLOCK LUG

AutoCAD SHX Text
ENCLOSURE

AutoCAD SHX Text
2mm UNFINISHED STAINLESS STEEL

AutoCAD SHX Text
(OTHER OPTIONS AVAILABLE SEE NOTES)

AutoCAD SHX Text
TRANSFORMER

AutoCAD SHX Text
10kVA 230V SINGLE PHASE AS STANDARD

AutoCAD SHX Text
WITH DUAL 110V AC SECONDARY WINDINGS

AutoCAD SHX Text
(OTHER OPTIONS AVAILABLE SEE NOTES)

AutoCAD SHX Text
B35240

AutoCAD SHX Text
A

AutoCAD SHX Text
GENERAL ASSEMBLY

AutoCAD SHX Text
PHT/10/DUAL/PJ/230V

AutoCAD SHX Text
/99VDC/F10/SS

AutoCAD SHX Text
1:4

AutoCAD SHX Text
05.07.2021

AutoCAD SHX Text
RLL

AutoCAD SHX Text
S171158

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
CANOPY

AutoCAD SHX Text
CONNECTED TO ENCLOSURE EARTH 

AutoCAD SHX Text
STUD BY A 6mm² CABLE AS STANDARD

AutoCAD SHX Text
(OTHER OPTIONS AVAILABLE SEE NOTES)

AutoCAD SHX Text
SECONDARY SUPPLY B

AutoCAD SHX Text
CABLE GLAND HOLES BLANKED OFF

AutoCAD SHX Text
6x M20

AutoCAD SHX Text
1x M32

AutoCAD SHX Text
BASED ON B15495

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
A2

AutoCAD SHX Text
REV:

AutoCAD SHX Text
 EDR:

AutoCAD SHX Text
WIRING STANDARD TO H20051

AutoCAD SHX Text
FIXING  STANDARD TO H30051

AutoCAD SHX Text
ELECTRICS LIMITED

AutoCAD SHX Text
BLAKLEY

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
COPY

AutoCAD SHX Text
OF

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DRAWING No.

AutoCAD SHX Text
MATERIAL

AutoCAD SHX Text
REF.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
ORIGINAL

AutoCAD SHX Text
DATE.

AutoCAD SHX Text
DRN.

AutoCAD SHX Text
CHKD.

AutoCAD SHX Text
APPD.

AutoCAD SHX Text
TITLE

AutoCAD SHX Text
IF IN DOUBT, ASK

AutoCAD SHX Text
DO NOT SCALE THIS DRAWING.

AutoCAD SHX Text
TOLERANCES TO H30052

AutoCAD SHX Text
ALL DIMENSIONS IN MM.

AutoCAD SHX Text
UNLESS OTHERWISE STATED:-

AutoCAD SHX Text
WELDING STANDARD TO QAI 061.

AutoCAD SHX Text
THIS DRAWING IS THE PROPERTY AND COPYRIGHT OF BLAKLEY ELECTRICS AND MUST NOT, WITHOUT THEIR WRITTEN CONSENT,

AutoCAD SHX Text
BE PASSED ON, COPIED, OR USED FOR ANY OTHER PURPOSE. THIS COPY IS UNCONTROLLED UNLESS OTHERWISE MARKED.

AutoCAD SHX Text
VIEW FROM TOP

AutoCAD SHX Text
TRACTION EARTH STUD

AutoCAD SHX Text
FITTED WITH A M16x80

AutoCAD SHX Text
BRASS FIXING

AutoCAD SHX Text
ENCLOSURE EARTH STUD

AutoCAD SHX Text
FITTED WITH M8x40 BRASS FIXING

AutoCAD SHX Text
INPUT

AutoCAD SHX Text
0V

AutoCAD SHX Text
-10%

AutoCAD SHX Text
230V

AutoCAD SHX Text
-2.5%

AutoCAD SHX Text
-5.0%

AutoCAD SHX Text
-7.5%

AutoCAD SHX Text
+5%

AutoCAD SHX Text
E

AutoCAD SHX Text
+2.5%

AutoCAD SHX Text
DUE TO SIGNALLING

AutoCAD SHX Text
EQUIPMENT IMMUNITY,

AutoCAD SHX Text
WIRING MUST NOT BE

AutoCAD SHX Text
ALTERED.

AutoCAD SHX Text
TYPE

AutoCAD SHX Text
PRI(A)VOLTS

AutoCAD SHX Text
SEC(B)V/kVA

AutoCAD SHX Text
TER(C)V/kVA

AutoCAD SHX Text
IMP.VOLTAGE

AutoCAD SHX Text
SER.No.

AutoCAD SHX Text
ITEM No.

AutoCAD SHX Text
YEAR

AutoCAD SHX Text
PHASES

AutoCAD SHX Text
WEIGHT kg

AutoCAD SHX Text
PHT/10/DUAL/F10/SS

AutoCAD SHX Text
BSEN

AutoCAD SHX Text
207-242V

AutoCAD SHX Text
S171158

AutoCAD SHX Text
1

AutoCAD SHX Text
107

AutoCAD SHX Text
99VDCEF/5

AutoCAD SHX Text
  61558 1&2-4 

AutoCAD SHX Text
I.P.

AutoCAD SHX Text
23

AutoCAD SHX Text
Hz.

AutoCAD SHX Text
50

AutoCAD SHX Text
www.blakley.co.uk

AutoCAD SHX Text
DUTY

AutoCAD SHX Text
CONTINUOUS

AutoCAD SHX Text
ta MAX°/MIN°

AutoCAD SHX Text
+15/-15

AutoCAD SHX Text
99VDCEF/5

AutoCAD SHX Text
3.3%%%

AutoCAD SHX Text
LIVE 230V TERMINALS

AutoCAD SHX Text
BEFORE REMOVING COVER

AutoCAD SHX Text
ISOLATE SUPPLY

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
C10

AutoCAD SHX Text
C8

AutoCAD SHX Text
C7

AutoCAD SHX Text
C6

AutoCAD SHX Text
C5

AutoCAD SHX Text
C4

AutoCAD SHX Text
C3

AutoCAD SHX Text
C2

AutoCAD SHX Text
C1

AutoCAD SHX Text
B10

AutoCAD SHX Text
B9

AutoCAD SHX Text
B8

AutoCAD SHX Text
B7

AutoCAD SHX Text
B6

AutoCAD SHX Text
B5

AutoCAD SHX Text
B4

AutoCAD SHX Text
B3

AutoCAD SHX Text
B2

AutoCAD SHX Text
B1

AutoCAD SHX Text
C9

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
MERSEN

AutoCAD SHX Text
CMC101 10x38 32A 690V

AutoCAD SHX Text
DO NOT OPERATE UNDERLOAD

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
A

AutoCAD SHX Text
8112

AutoCAD SHX Text
M16

AutoCAD SHX Text
CUSTOMER

AutoCAD SHX Text
INFORMATION

AutoCAD SHX Text
COPY


